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1.0 INTRODUCTION 

The U.S. Environmental Protection Agency (EPA), Region 7 Superfund Division tasked Tetra Tech, Inc., 

(Tetra Tech) Superfund Technical Assessment and Response Team (START) to conduct removal 

assessment activities at the Tanglefoot Lane site (the site) in Bettendorf, Iowa, under START 5  

 

Purposes of the removal assessment were to determine the location and extent of subsurface 

contamination, and to use that information to assess need for a removal action.  Work proceeded under 

authority of the Comprehensive Environmental Response, Compensation, and Liability Act of 1980 

(CERCLA) and the Superfund Amendments and Reauthorization Act of 1986 (SARA).  The EPA On-

Scene Coordinator (OSC) for the project was Andrew Gieseke, and the START Project Manager was 

Thomas Kaley. 

START’s removal assessment task was to collect soil samples at the site using direct-push technology 

(DPT) equipment. 
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2.0 SITE DESCRIPTION AND BACKGROUND 

Section 2.0 specifies the site location, describes the site and its operational history, conveys site geology 

and hydrogeology, and recounts previous investigations of the site. 

2.1 SITE LOCATION AND DESCRIPTION 

The site is within the City of Bettendorf in Scott County, Iowa (see Appendix A, Figure 1).  It consists of 

two contiguous parcels, 841523010 and 841433011, totaling approximately 18 acres, south of Tanglefoot 

Lane between Devils Glen Road and Middle Road.  All activities of this removal assessment occurred on 

parcel 841433011, where an unpermitted landfill was identified as a potential source of soil and 

groundwater contamination. 

Most acreage at the site is covered by timber and grassland, with steep topographical slopes to the south 

toward an unnamed tributary of Crow creek that discharges to a neighboring residential pond.  Adjacent 

property north of Tanglefoot Lane is developed for residential use; adjacent properties to the east and west 

are residential/commercial; adjacent properties across the creek to the south are improved with a church, 

parking lots, and residences. According to the Scott County assessor web site, the current owners of the 

site are sisters (Scott County Assessor 2021). 

During the 1960s through the 1970s, the property was used as a waste collection and disposal site (Tetra 

Tech 2016). 

2.2 GEOLOGY AND HYDROGEOLOGY 

The site is in the Mississippi River Valley of the Great Plains Region of the Central Interior of the United 

States.  The region is covered with glacial sediments that have eroded to form a landscape consisting of 

uplands bisected by rivers, creeks, and streams that discharge into the Mississippi River.  Site-specific soil 

information provided in the United States Department of Agriculture Soil Survey for Scott County, Iowa, 

indicates that the site is mostly characterized by Downs Silt Loam, Lindley Loam, and Nodaway Silt 

Loam.  The Lindley Loam and Downs Silt Loam range from 5-25% slopes (moderately sloping to steep), 

and from moderately eroded to severely eroded.  These are well-drained soils with permeabilities ranging 

from moderately slow (Lindley Loam) to moderate (Downs Silt Loam).  Runoff from these soils ranges 

from medium to very rapid.  The Nodaway Silt Loam has 0-2% slopes, and is a moderately well-drained 

soil found in areas of recent deposition.  Permeability of the Nodaway soil is moderate, it has a slow runoff 

rate, and its seasonal high water table is at depths of 3-5 feet below ground surface (bgs). 

(b) (6)
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Observed geology in the vicinity of the former landfill during prior investigations included surface fill 

materials, silty clay loam and sandy silt in thin seams, dense dry stiff to plastic clays of glacial origin 

(various thicknesses), sand lenses, and sandy saturated substrate at depths of 12 to 15 feet bgs.  The fill 

area included degraded materials mixed with sand and clay, with glass, plastic, and debris mixed in at 

various intervals.  Depth to groundwater varies from approximately 35 feet bgs near the roadway to 

approximately 1 foot bgs near the southern site boundary. 

Observed geology in the vicinity of the former oil pit (see Appendix A, Figure 2) included surface debris 

in a limited area, silty clay loam and loess, and well-rounded oxidized sand.  Thin, dry, discontinuous sand 

lenses were observed above 20 feet bgs. 

Direction of groundwater flow is to the south.  Groundwater flows toward the unnamed intermittent creek 

near the southern boundary of the site.  Depth of groundwater at the southern end of the site is consistent 

with creek levels.  The creek is an unnamed tributary of Crow Creek, which flows southeast toward the 

Mississippi River (Tetra Tech 2015). 

2.3 PREVIOUS INVESTIGATIONS 

The following are descriptions of previous investigations at the site: 

EnviroNET, Inc. – Phase I Environmental Site Assessment 

EnviroNET, Inc. (EnviroNet) conducted a Phase I Environmental Site Assessment (ESA) of the site in 

2012.  The ESA revealed that the site had previously served as a landfill for municipal waste, and possibly 

industrial waste.  In addition, it was learned that Mr. Harry Meinert was in the “oil and chip” business, 

which included storage of waste oil for application to country roads for dust control.  During the site 

inspection, EnviroNET observed presence of waste on the ground surface among weeds and trees.  

The type of waste observed consisted of glass, plastic, and metal containers—including 55-gallon drums, 

scrap metal, and limited construction debris (EnviroNET 2012).  Recognized environmental conditions 

(REC) identified during the Phase I ESA included: 

• Unpermitted storage of municipal waste on the site 

• Possible presence of hazardous/contaminated waste in containers, in soil, in leachate, and/or in 

groundwater 

• Former storage of waste oil on the site in clay pits 

• Presence of leachate drainage pipe extending from the fill area and draining downhill. 
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EnviroNET – Phase II Environmental Investigation 

EnviroNET performed a Phase II ESA in 2012/2013, part of which involved efforts to confirm or eliminate 

RECs identified during the Phase I ESA.  During the Phase II ESA, contamination detected in soil and 

groundwater indicated significant breakdown of solvents.  However, analytical results from soil and 

groundwater samples indicated that most of the contamination—including tetrachloroethene (PCE), 

polychlorinated biphenyls (PCB), and trichloroethene (TCE)—had remained with the waste or in leachate 

within the waste.  EnviroNET concluded that these contaminants would remain there, leaching slowly over 

time until removal of the waste.  The Phase II ESA did not include an assessment of the unnamed creek 

inside the southern property line. 

Tetra Tech – Preliminary Assessment 

Tetra Tech performed a preliminary assessment (PA) of the site in 2015 that revealed numerous detections 

of contaminants in soil, groundwater, surface water, sediment, and soil-gas samples, including PCE/TCE 

and their breakdown products.  The PA found that the main sources of contamination were likely near the 

landfill and oil pit areas of the site where disposal of various substances is known to have occurred.  

During the PA, discussion of the following Hazardous Ranking System (HRS) factors associated with the 

site occurred: 

• Contaminants were detected in all media sampled during the PA.  

• The extent of contamination associated with the site is unknown. 

• The air pathway addressed by HRS is the ambient (outdoor air) only. 

• Releases of contaminants to groundwater and surface water migration pathways have been 

documented, although no targets have been sampled. 

The PA report concluded that because the extent of contamination at the site remains unknown, the impact 

of that contamination on human health or the environment is also unknown. 

Tetra Tech – Site Inspection 

Tetra Tech conducted a site inspection (SI) of the Tanglefoot Lane site in 2016 and 2018.  The SI report 

concluded that the main sources of contamination were at or near the landfill and oil pit areas of the site 

where disposal of various substances was known to have occurred.  The primary contaminants were metals 

and volatile organic compounds (VOCs) (including PCE and its degradation products) detected in soil and 

groundwater.  VOCs have also been detected in samples of soil gas, sub-slab vapor, indoor air, and 

ambient air collected at or near the site.  During the SI, PCE and TCE were not detected in groundwater 
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samples collected upgradient or downgradient of the site, leading to a conclusion that PCE and TCE 

contamination in groundwater remained on site concentrated at the oil pit and estimated landfill area.  The 

SI ultimately revealed that the soil and sediment pathways pose a potential threat to the public health of 

those who reside or work on or near the site.  

2.4 WASTE CHARACTERISTICS 

This section discusses waste characteristics of known contaminants at the site. 

2.4.1 Tetrachloroethene 

PCE is a chlorinated solvent with an ether-like odor that has been typically used in dry cleaning operations 

and as a degreaser for metal parts (Agency for Toxic Substances and Disease Registry [ATSDR] 2019).  

PCE is denser than water and tends to be found at greater depths with increasing distance from a source 

area if released to the environment.  Prolonged exposure to PCE may cause vision changes and 

neurobehavioral effects. 

PCE was introduced as a dry cleaning solvent in 1934, and by 1948 had replaced carbon tetrachloride 

(CCl4) as the major chlorinated dry cleaning solvent used in the United States (petroleum solvents still 

dominated overall).  By 1962, dry cleaning operations accounted for 90 percent of PCE used in the United 

States (State Coalition for Remediation of Drycleaners 2007).  At one time, PCE had been mixed with 

grain protectants and certain liquid grain fumigants, but this was no longer approved by 1980 (Meister 

Publishing Company 1980). In the environment, PCE degrades to TCE via dechlorination. 

2.4.2 Trichloroethene 

TCE is a nonflammable, colorless liquid with a somewhat sweet odor and a sweet, burning taste.  It is used 

mainly as a solvent to remove grease from metal parts, but it is also an ingredient in adhesives, paint 

removers, typewriter correction fluids, and spot removers.  TCE is not thought to occur naturally in the 

environment.  However, it has been found in underground water sources and many surface waters as a 

result of manufacture, use, and disposal of the chemical (ATSDR 2018).  The cis and trans isomers of 

1,2-dichloroethene (DCE) and 1,1-DCE are common degradation products from TCE.  These daughter 

products eventually degrade to vinyl chloride. 
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2.4.3 1,2-Dichloroethene 

1,2-DCE is a highly flammable, colorless liquid with a sharp, harsh odor.  It is used to produce solvents 

and in chemical mixtures.  Very small amounts of 1,2-DCE in air (about 17 parts per million [ppm]) are 

detectable by odor; either or both the cis and trans isomers can be present (ATSDR 2018). 

2.4.4 1,1- Dichloroethene 

1,1-DCE is an industrial chemical not found naturally in the environment.  It is a colorless liquid with a 

mild, sweet smell.  It is also called vinylidene chloride.  1,1-DCE is used to make certain plastics, such as 

flexible films like food wrap, and in packaging materials.  It is also used to make flame retardant coatings 

for fiber and carpet backings, and in piping, coating for steel pipes, and in adhesive applications 

(ATSDR 2018).  Anaerobic bacteria break down 1,1-DCE to vinyl chloride in the environment via 

reductive dechlorination. 

2.4.5 Polychlorinated Biphenyls 

PCBs belong to a broad family of man-made organic chemicals known as chlorinated hydrocarbons.  PCBs 

were domestically manufactured from 1929 until their manufacture was banned in 1979.  They have a 

range of toxicity and vary in consistency from thin, light-colored liquids to yellow or black waxy solids.  

Due to their non-flammability, chemical stability, high boiling point, and electrical insulating properties, 

PCBs were used in hundreds of industrial and commercial applications including electrical, heat transfer, 

and hydraulic equipment; as plasticizers in paints, plastics, and rubber products; in pigments, dyes, and 

carbonless copy paper; and in many other industrial applications.  PCBs have been demonstrated to cause 

cancer, as well as a variety of other adverse health effects on the immune system, reproductive system, 

nervous system, and endocrine system (EPA 2021). 
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3.0 REMOVAL ASSESSMENT ACTIVITIES 

Sampling activities during this removal assessment occurred during May 3-4, 2021.  Site activities were 

documented in a field logbook (see Appendix B).  Boring logs are in Appendix C, and photographic 

documentation is in Appendix D.  START members  performed 

sampling activities under Analytical Services Request (ASR) 8811, alongside DPT contractor Below 

Ground Surface (BGS).  Unless otherwise noted in this report, sampling and analytical procedures 

followed standard operating procedures (SOP) specified in the approved, site-specific, Quality Assurance 

Project Plan (QAPP) (Tetra Tech 2021) or QAPP Addendum Number 1(Tetra Tech 2021).  Sample 

locations were selected around the oil pit area of the site, spaced approximately 40 feet apart in a grid 

structure. START completed a boring log for each DPT sample collected during the removal assessment 

that included the following information:  sample location (latitude/longitude), depth, collection date and 

time, and detailed description of the boring. 

START labeled and packaged soil and water samples appropriately, and placed them in a cooler 

maintained at temperature at or below 4 degrees Celsius (oC).  All samples were hand-delivered on 

May 5, 2021 to the EPA Region 7 laboratory in Kansas City, Kansas, for analysis under ASR 8811. 

3.1 DIRECT-PUSH TECHNOLOGY SOIL SAMPLING 

Using a track mounted DPT rig, START advanced borings at 20 locations around the “oil pit” area of the site 

(see Figure 3 in Appendix A).  At each DPT soil sampling location, a soil sampler containing a disposable 

polyvinyl chloride (PVC) liner was advanced via the DPT rig to 10 feet bgs.  START field-screened soil 

cores for VOCs using a handheld photoionization detector (PID).  START noted no elevated VOC readings 

or other evidence (visible or olfactory) of contamination.  Two soil samples were collected at each soil 

boring—one within approximately 4 to 5 feet bgs and a second within 9 to 10 feet bgs. 

Table 1 in Appendix F summarizes soil samples collected. 

Within each sampled interval, START collected a grab sample for VOCs analysis in accordance with EPA 

SW-846 Method 5035, and collected a separate grab sample for PCBs analysis.  Each grab sample for 

VOCs analysis consisted of:  (1) two 40-milliliter (mL) vials, both preserved with sodium bisulfate and 

containing approximately 5 grams of soil; (2) one 40 mL vial preserved with methanol and containing 

approximately 5 grams of soil; and (3) one unpreserved container packed with soil (used for determination 

of moisture content).  The sample for PCBs analysis was placed into one unpreserved 8-ounce amber jar.  

(b) (4)
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After completion of sampling activities, all DPT boreholes were plugged with bentonite from bottom of 

hole to ground surface. 

3.2 QUALITY CONTROL SAMPLES 

Quality assurance (QA)/quality control (QC) sampling of soil during the removal assessment involved 

collection of one equipment rinsate blank and one trip blank.  Samples were submitted to EPA Region 7 

laboratory for VOCs and PCBs analyses under ASR 8811. 

3.3 DEVIATIONS FROM QAPP 

START originally intended sample locations to be approximately 30 feet apart; however, to help ensure 

delineation of the extent of contamination, START extended sampling locations to 40 feet apart.  Due to 

dense vegetation in the area around the “oil pit” and increasing gradient to the south, distances between 

samples varied, with the greatest distance of approximately 75 feet between sample locations DPT-18 and 

DPT-19.  The majority of sample locations were approximately 40 feet apart (see Figure 3 in Appendix A).  

No other significant deviation from the QAPP occurred.  Minor deviations did not adversely affect results 

of the removal assessment. 
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4.0 ANALYTICAL DATA SUMMARY 

Soil and water samples were submitted to the EPA Region 7 laboratory for analyses for VOCs and PCBs.  

The analytical data package for ASR 8811 is in Appendix E.  Data tables are in Appendix F. 

4.1 SOIL SAMPLE RESULTS 

Analytical results indicated presence of TCE in 37 of 40 samples at concentrations ranging from 11 to 

5,000 micrograms per kilogram (µg/kg).  Several other volatiles detected included 1,1-DCE, cis-1,2-DCE, 

1,1,1-trichloroethane (TCA), 1,1,2-TCA, 1,1,2-trichlorotrifluoroethane, PCE, methyl acetate, and 

methylcyclohexane.  The PCB Aroclor 1260 was detected in DPT-11 at concentration of 120 µg/kg.  No 

other PCBs were detected in any other sample.  Highest concentrations of volatiles were detected within 

the interior borings of the sample grid, nearest to the former oil pit location, with lower concentrations 

detected at the outer borings.  The only analytes detected at concentrations exceeding EPA Removal 

Management Levels (RMLs) were 1,1,2-TCA and TCE (at 1,700 and 5,000 µg/kg, respectively) at DPT-10 

within 9-10 feet bgs. These detections exceeded EPA RMLs for residential, noncarcinogenic, child 

screening levels (hazard quotient 1). 

Several other contaminants detected included acetone, toluene, and 2-butanone, all of which are common 

laboratory contaminants; however; whether these detections are related to laboratory activities or to the site 

itself is unclear because the chemicals disposed of at the site are unknown.  Analytical results from soil 

samples are summarized in Tables 2 and 3 in Appendix F, and on Figures 4 and 5 in Appendix A.  

4.2 QA/QC SAMPLE RESULTS 

No contaminants were detected in either the rinsate blank or trip blank. 
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5.0 SUMMARY 

Tetra Tech START conducted removal assessment activities to determine the location and extent of 

subsurface contamination, and to assess need for a removal action at the site.  START collected 

40 subsurface soil samples from 20 soil borings advanced to 10 feet bgs.  All samples, including QA/QC 

samples, were submitted to the EPA Region 7 laboratory for VOCs and PCBs analyses. 

Laboratory analytical results indicated detections of TCE in 37 of 40 soil samples at concentrations 

ranging from 11 to 5,000 µg/kg, and of 1,1,1-TCA in soil at levels ranging from 7 to 950 µg/kg.  Several 

other contaminants detected in soil samples included PCE; 1,1,2-TCA; 1,1-DCE; cis-1,2-DCE; and 

1,1,2-trichlorotrifluoroethane (among these, 1,1,2-TCA was found at the highest concentration of 

1,700 µg/kg at DPT-10). The PCB Aroclor 1260 was detected at DPT-11 at 120 µg/kg, well below the 

EPA RML.  No PCB was detected in any other soil sample collected at the site.  

The only VOCs detected at concentrations exceeding EPA RMLs were 1,1,2-TCA at 1,700 µg/kg and TCE 

at 5,000 µg/kg—both at DPT-10 within 9-10 feet bgs.  The area of the site surrounding the former oil pit 

had the highest concentrations of VOCs, with concentrations of TCE decreasing south of the oil pit area. 

Based on analytical results, the extent of contamination is greater than originally anticipated; however, the 

only RML exceedances were at the center of the sampling grid.  TCE was found at the deepest interval in 

all borings except one, suggesting that contamination could also extend deeper than originally thought.  

Further assessment may be warranted to delineate the full extent of contamination and to determine 

whether contamination extends to greater depths around the former oil pit. 
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Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

1

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION

This photograph shows direct-push technology (DPT)-4 soil 

core from 0-5 feet below ground surface (bgs). Sample 

collected within 3-5 feet bgs identified as 8811-1.

1

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-4 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-2.
2

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)





Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

3

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-12 soil core from 0-5 feet bgs. 

Sample collected within 4-5 feet bgs identified as 8811-5.
5

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-12 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-6.
6

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)





Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

5

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-20 soil core from 0-5 bgs. 

Sample collected within 4-5 feet bgs identified as 8811-9.
9

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-20 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-10.
10

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)



Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

6

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-19 soil core from 0-5 bgs. 

Sample collected within 4-5 feet bgs identified as 8811-11.
11

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-19 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-12.
12

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)





Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

8

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-11 soil core from 0-5 bgs. 

Sample collected within 4-5 feet bgs identified as 8811-15.
15

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-11 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-16.
16

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

   
      

           

(b) (4)

(b) (4)



Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

9

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-7 soil core from 0-5 bgs. Sample 

collected within 4-5 feet bgs identified as 8811-17.
17

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-7 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-18.
18

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)



Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

10

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-3 soil core from 0-5 bgs. Sample 

collected within 4-5 feet bgs identified as 8811-19.
19

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-3 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-20.
20

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)



Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

11

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-2 soil core from 0-5 bgs. Sample 

collected within 4-5 feet bgs identified as 8811-21.
21

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-2 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-22.
22

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)



Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

12

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-10 soil core from 0-5 bgs. 

Sample collected within 4-5 feet bgs identified as 8811-23.
23

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-10 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-24.
24

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)



Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

13

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-14 soil core from 0-5 bgs. 

Sample collected within 4-5 feet bgs identified as 8811-25.
25

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-14 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-26.
26

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)



Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

14

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-18 soil core from 0-5 bgs. 

Sample collected within 4-5 feet bgs identified as 8811-27.
27

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-18 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-28.
28

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)



Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

15

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-17 soil core from 0-5 bgs. 

Sample collected within 4-5 feet bgs identified as 8811-29.
29

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-17 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-30.
30

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)



Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

16

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-13 soil core from 0-5 bgs. 

Sample collected within 3-5 feet bgs identified as 8811-31.
31

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-13 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-32.
32

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)





Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

18

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-9 soil core from 0-5 bgs. Sample 

collected within 4-5 feet bgs identified as 8811-35.
35

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-9 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-36.
36

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)



Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

19

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-5 soil core from 0-5 bgs. Sample 

collected within 4-5 feet bgs identified as 8811-37.
37

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-5 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-38.
38

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)



Tanglefoot Lane Removal Assessment

Bettendorf, Iowa

20

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-1 soil core from 0-5 bgs. Sample 

collected within 4-5 feet bgs identified as 8811-39.
39

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

TETRA TECH

PROJECT NO.

103X903021F0035

DESCRIPTION
This photograph shows DPT-1 soil core from 5-10 feet bgs. 

Sample collected within 9-10 feet bgs identified as 8811-40.
40

CLIENT U.S. Environmental Protection Agency Region 7 Date

Direction: N/A PHOTOGRAPHER 5/4/2021

(b) (4)

(b) (4)
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ANALYTICAL DATA ASR 8811 

  



     
  

  

   
    

          

   

    

      
     
      

   
 

             
                
              

                
              
     

               
               
            

                    
              

                    
                

              
       

                 
  

    
   



        

    

   

    

  

  
 

  

 
  

    

      

    

      

   

          

               
    

        

          

         
     

       
 

   
    

     
     

              
                

          
              

 
             
               

    

    
   



       

       

        
            

       

       

       

      

      

      

      

      

       

       

       

       

       

       

       

       

       

       

       

       

       

       

        

       

       

       

       

       

       

       

       

       

       

       

       

       

       

       

       

       

          

           

    
   







         

       

      

      
           

           

           

           

           

           

           

           

           

           
      

          

          

          

          

          

         

           

           

          

          

          

          

          

          

          

            

          

          

          

          

           

          

         

          

          

          

          

          

           
          

           

           

            

          

    
   



         

       

      

           
        

          
           

          
         

          
          

        
           
         

          
          

           
            

          

    
   



         

       

      

      
           

           

           

           

           

           

           

           

           

           
      

          

          

          

          

          

       

           

           

          

          

          

          

          

          

          

            

          

          

          

          

           

          

         

      

          

          

          

          

           

         

           

           

            

          

    
   



         

       

      

           

        

          

           

          

          

          

          

       

           

          

          

           

           

            

          

    
   



         

       

       

      
           

           

           

           

           

           

           

           

           

           
       

          

          

          

          

          

          

           

           

          

          

          

          

          

          

          

            

          

          

          

          

           

          

           

      

          

          

          

          

           

          

           

           

            

          

    
   



         

       

       

           

          

          

           

          

          

          

          

       
           

        

          

           

           

            

          

    
   



         

       

       

      
           

           

           

           

           

           

          

           

           

           
       

          

          

          

          

          

         

           

           

          

          

          

          

          

          

          

            

          

          

          

          

           

          

        

        

          

          

          

          

           

          

           

           

            

          

    
   



         

       

       

           

          

          

           

        

          

          

          

        

           

        

          

          

           

            

          

    
   



         

       

       

      
           

           

           

           

           

           

           

           

           

           
        

          

          

          

          

          

          

           

           

          

          

          

          

          

          

          

            

          

          

          

          

           

          

           

         

          

          

          

          

           

          

           

           

            

         

    
   



         

       

       

           

          

          

           

        

         

          

          

       

           

        

          

           

           

            

          

    
   



         

       

       

      
           

           

           

           

           

           

           

           

           

           
       

          

          

          

          

          

         

           

           

          

          

          

          

          

          

          

            

          

          

          

          

           

          

          

         

          

          

          

          

           

        

           

           

            

         

    
   



         

       

       

           

       

          

           

        

          

          

          

       

           

        

          

        

           

            

          

    
   



         

       

       

      
           

           

           

           

           

           

           

           

           

           
      

         

         

         

         

         

        

          

          

         

         

         

         

         

         

         

           

         

         

         

         

          

         

         

        

         

         

         

         

          

          

          

          

           

         

    
   



         

       

       

          

         

         

          

       

         

         

         

       

          

        

         

       

          

           

         

    
   



         

       

       

      
           

           

           

           

           

           

           

           

           

           
      

          

          

          

          

          

         

           

           

          

          

          

          

          

          

          

            

          

          

          

          

           

          

          

          

          

          

          

          

           

          

           

           

            

          

    
   



         

       

       

           

          

          

           

          

          

          

          

       

           

         

          

         

           

            

          

    
   



         

       

       

      
           

           

           

           

           

           

           

           

           

           
      

          

          

          

          

          

        

           

           

          

          

          

          

          

          

          

            

          

          

          

          

           

          

        

         

          

          

          

          

           

          

           

          

            

          

    
   



         

       

       

           

         

          

           

        

         

          

          

        

           

        

          

        

           

            

          

    
   



         

       

       

      
           

           

           

           

           

           

           

           

           

           
      

         

          

         

         

         

          

          

          

         

         

          

         

         

         

          

           

          

         

         

         

           

         

          

         

         

          

         

         

           

         

           

          

           

         

    
   



         

       

       

          

        

          

           

          

        

         

          

         

           

           

          

           

           

            

          

    
   



         

       

     

      
     

     

     

     

     

     

     

      
      

      

      

      

      

      

      

       

       

      

      

      

      

      

      

      

        

      

      

      

      

       

      

       

      

      

      

      

      

       

      

       

       

        

      

       

      

    
   



         

       

     

      

       

      

      

      

      

      

       

        

      

       

       

        

      

    
   







 

 

APPENDIX F 

 

DATA TABLES 



North 

Latitude

West 

Latitude

4-5 8811-39 13:55

9-10 8811-40 14:00

3-4 8811-21 10:50

9-10 8811-22 10:55

4-5 8811-19 10:30

9-10 8811-20 10:35

3-5 8811-1 7:27

9-10 8811-2 7:30

4-5 8811-37 13:40

9-10 8811-38 13:45

4-5 8811-33 13:10

9-10 8811-34 13:15

4-5 8811-17 10:15

9-10 8811-18 10:20

4-5 8811-3 7:55

9-10 8811-4 8:00

4-5 8811-35 13:30

9-10 8811-36 13:35

4-5 8811-23 11:05

9-10 8811-24 11:10

4-5 8811-15 10:00

9-10 8811-16 10:05

4-5 8811-5 8:15

9-10 8811-6 8:20

3-5 8811-31 12:45

9-10 8811-32 12:50

4-5 8811-25 11:25

9-10 8811-26 11:30

4-5 8811-13 9:35

9-10 8811-14 9:40

4-5 8811-7 8:30

9-10 8811-8 8:35

4-5 8811-29 12:00

9-10 8811-30 12:05

4-5 8811-27 11:40

9-10 8811-28 11:45

4-5 8811-11 9:15

9-10 8811-12 9:20

4-5 8811-9 8:50

9-10 8811-10 8:55

Notes:

DPT Direct push technology

EPA U.S. Environmental Protection Agency

ft bgs Feet below ground surface

TABLE 1

DPT SOIL SAMPLE SUMMARY

TANGLEFOOT LANE SITE

BETTENDORF, IOWA

-90.47325

-90.47363

DPT-19 -90.47335

DPT-20 -90.4732141.560218

-90.47383

-90.4736

DPT-11 -90.47341

DPT-12 -90.47326

DPT-13 -90.4737841.56026

41.560379

41.560376

DPT-10

-90.47359

DPT-15 -90.47339

DPT-16

-90.47367

DPT-7 -90.47344

DPT-8 -90.47329

41.560394

DPT-9 -90.47372

DPT-3 -90.4735

DPT-4 -90.47335

DPT-5 -90.47378

41.560497

41.56036

41.560468

41.560465

DPT-6

41.560582

41.560495

DPT-18

41.560323

41.560195

41.560254

41.560286

DPT-14

DPT-17

41.560597

41.560592

41.560586

Soil 

Boring 

Number

Sample Depth 

(ft bgs)

EPA 

Sample 

Number

Sample 

Date

Sample 

Time

Geographic Location

DPT-1

5/4/2021

-90.47379

DPT-2 -90.47365

41.560191

41.560201

        



Acetone 2-Butanone 1,1 DCE
cis-1,2 

DCE

Methyl 

Acetate

Methylcyclo

hexane
PCE Toluene 1,1,1 TCA 1,1,2 TCA TCE 1,1,2 TCFE

NE NE NE NE NE NE 2,400,000 NE NE 110,000 94,000 NE

61,000,000 27,000,000 230,000 160,000 78,000,000 6,500,000 81,000 4,900,000 8,100,000 1,500 4,100 6,700,000

4'-5' 8811-39 91 12U 5.8U 5.8U 5.8U 5.8U 5.8U 5.8U 5.8U 5.8U 5.8U 5.8U

9'-10' 8811-40 43 11U 5.4U 5.4U 5.4U 5.4U 5.4U 5.4U 5.4U 5.4U 5.4U 5.4U

3'-4' 8811-21 57 11U 5.3U 5.3U 5.3U 5.3U 5.3U 5.3U 46 5.3U 52 5.3U

9'-10' 8811-22 13 11U 5.6U 5.6U 5.6U 5.6U 5.6U 5.6U 31 5.6 57 5.6U

4'-5' 8811-19 94J 10U 5.1U 5.1U 5.1U 5.1U 5.1U 5.1U 22 5.1U 31 5.1U

9'-10' 8811-20 14 13U 6.4U 6.4U 6.4U 6.4U 6.4U 6.4U 36 6.4U 82 6.4U

3'-5' 8811-1 46 11U 5.6U 5.6U 5.6U 5.6U 5.6U 5.6U 18 5.6U 27J 5.6U

9'-10' 8811-2 26 9.3U 22 4.7U 4.7U 4.7U 4.7U 4.7U 92 4.7U 180 8

4'-5' 8811-37 57 11U 5.5U 5.5U 5.5U 5.5U 5.5U 5.5U 7 5.5U 5.5U 5.5U

9'-10' 8811-38 13 12U 5.8U 5.8U 5.8U 7.2J 5.8U 6.7 15 5.8U 21 5.8U

4'-5' 8811-33 200 17 4.9U 4.9U 7.1 4.9U 4.9U 4.9U 53 4.9U 54 11

9'-10' 8811-34 10 10U 33 19 5.2UJ 5.8J 19 5.8 860 5.2U 1900 14J

4'-5' 8811-17 140 10U 9.1J 5.2U 5.2U 5.2U 30 5.2U 5.2U 360 670 5.2U

9'-10' 8811-18 24J 12U 6.1U 7.9 6.1U 11 16 7.6 6.1U 170 3400 6.1U

4'-5' 8811-3 76 11 5.6U 5.6U 5.6U 5.6U 5.6U 5.6U 30 5.6U 55 5.6U

9'-10' 8811-4 14 11U 8.2 5.5U 5.5UJ 8.2J 5.5U 8.7 5.5U 47J 160 5.5UJ

4'-5' 8811-35 62 11U 7.6 5.3U 5.3U 5.3U 5.3U 5.3U 96 5.3U 85 9.5

9'-10' 8811-36 26 10U 21 5.1U 5.1U 5.1U 5.7 5.1U 230J 5.1U 360 17

4'-5' 8811-23 57 10U 6.9J 13J 5.1U 5.1U 22 5.1U 5.1U 190 660 7.3

9'-10' 8811-24 16J 11U 15 45 5.6U 7.2 39 5.6U 5.6U 1700 5000 15

4'-5' 8811-15 61 9.4U 6.4 4.7U 4.7U 4.7U 13 4.7U 4.7U 200J 300 4.7U

9'-10' 8811-16 670U 670U 330U 330U 330U 330U 330U 330U 330U 1300 2900 330U

4'-5' 8811-5 99 12 5.5 12 5.0U 5.0U 5.0U 5.0U 120 5.0U 140 5.0U

9'-10' 8811-6 15 11U 13 120 5.3U 5.3U 5.3U 5.3U 5.3U 380 590 5.3U

3'-5' 8811-31 84 13 5.2U 5.2U 5.2U 5.2U 5.2U 5.2U 64 5.2U 56J 6.7

9'-10' 8811-32 27 10U 7.3 5.0U 5.0U 5.0U 5.0U 5.0U 230J 5.0U 400 13

4'-5' 8811-25 85 11 32 5.3 5.0U 5.0U 14 5.0U 5.0U 530 1300 16

9'-10' 8811-26 21 9.3U 80J 24J 4.6U 4.6U 24 4.6U 950 4.6U 3100 19

4'-5' 8811-13 110 12 5.8 30 4.6U 4.6U 4.6U 4.6U 4.6U 290 870 4.6U

9'-10' 8811-14 12 9.8U 22 160 4.9U 4.9U 5.1 4.9U 4.9U 680 1400 6.4

4'-5' 8811-7 53 11U 5.3U 12 5.3U 5.3U 5.3U 5.3U 5.3U 170 190J 5.3U

9'-10' 8811-8 20 12U 5.9U 49 5.9U 5.9U 5.9U 5.9U 160 5.9U 230J 5.9U

4'-5' 8811-29 110 10U 5.1U 5.1U 5.1U 5.1U 5.1U 5.1U 7.8 5.1U 6.4 5.1U

9'-10' 8811-30 21 9.7U 4.8U 4.8U 4.8U 4.8U 4.8U 4.8U 13 4.8U 17 4.8U

4'-5' 8811-27 31 11U 5.4U 5.4U 5.4U 5.4U 5.4U 5.4U 20 5.4U 11 9.1

9'-10' 8811-28 45 9.8U 4.9U 4.9U 4.9U 4.9U 4.9U 4.9U 79 4.9U 57 9

4'-5' 8811-11 19 10U 5.0U 30 5.0U 5.0U 5.0U 5.0U 5.0U 160 390 5.0U

9'-10' 8811-12 9.7U 9.7U 4.9U 39 4.9U 4.9U 4.9U 4.9U 4.9U 86 160 4.9U

4'-5' 8811-9 14 10U 5.1U 24 5.1U 5.1U 5.1U 5.1U 5.1U 110 140 5.1U

9'-10' 8811-10 13 13U 6.3U 14 6.3U 6.3U 6.3U 6.3U 6.3U 40 66 6.3U

Notes:

Bolded value exceeds laboratory detection limit.

Shaded valued exceeds EPA Region 7 Screening Level.

bgs Below ground surface

C Carcinogenic

DCE Dichloroethene

DPT Direct-push technology

EPA U.S. Environmental Protection Agency

ft Feet

ID Identification

J Estimated concentration that is less than the method reporting limit but greater than the method detection limit

µg/kg Micrograms per kilogram

N  Noncarcinogenic 

NE Not established

PCE Tetrachloroethene

RML Removal Management Level

TCA Trichloroethane

TCE Trichloroethene

TCFE Trichlorotrifluoroethane

U Analyte not detected at concentration at or above reporting limit

VOC Volatile organic compound

TABLE 2

VOC RESULTS IN SOIL

TANGLEFOOT LANE SITE

BETTENDORF, IOWA

DPT-18

DPT-19

DPT-20

DPT-12

DPT-13

DPT-14

DPT-15

DPT-16

DPT-17

DPT-11

EPA RML Residential Screening 

DPT-1

DPT-2

DPT-3

DPT-4

DPT-5

DPT-6

DPT-7

DPT-8

DPT-9

DPT-10

EPA RML Residential Screening 

Soil 

Boring 

Number

Sample 

Depth (ft 

bgs)

EPA 

Sample ID

VOCs

All concentrations in µg/kg



Aroclor 1016 Aroclor 1221 Aroclor 1232 Aroclor 1242 Aroclor 1248 Aroclor 1254 Aroclor 1260 Aroclor 1262 Aroclor 1268

660,000 20,000 17,000 23,000 23,000 24,000 24,000 NE NE

4,100 NE NE NE NE 1,200 NE NE NE

4'-5' 8811-39 41U 41U 41U 41U 41U 41U 41U 41U 41U

9'-10' 8811-40 41U 41U 41U 41U 41U 41U 41U 41U 41U

3'-4' 8811-21 40U 40U 40U 40U 40U 40U 40U 40U 40U

9'-10' 8811-22 39U 39U 39U 39U 39U 39U 39U 39U 39U

4'-5' 8811-19 41U 41U 41U 41U 41U 41U 41U 41U 41U

9'-10' 8811-20 39U 39U 39U 39U 39U 39U 39U 39U 39U

3'-5' 8811-1 41U 41U 41U 41U 41U 41U 41U 41U 41U

9'-10' 8811-2 41U 41U 41U 41U 41U 41U 41U 41U 41U

4'-5' 8811-37 40U 40U 40U 40U 40U 40U 40U 40U 40U

9'-10' 8811-38 40U 40U 40U 40U 40U 40U 40U 40U 40U

4'-5' 8811-33 40U 40U 40U 40U 40U 40U 40U 40U 40U

9'-10' 8811-34 40U 40U 40U 40U 40U 40U 40U 40U 40U

4'-5' 8811-17 40U 40U 40U 40U 40U 40U 40U 40U 40U

9'-10' 8811-18 40U 40U 40U 40U 40U 40U 40U 40U 40U

4'-5' 8811-3 41U 41U 41U 41U 41U 41U 41U 41U 41U

9'-10' 8811-4 40U 40U 40U 40U 40U 40U 40U 40U 40U

4'-5' 8811-35 41U 41U 41U 41U 41U 41U 41U 41U 41U

9'-10' 8811-36 40U 40U 40U 40U 40U 40U 40U 40U 40U

4'-5' 8811-23 40U 40U 40U 40U 40U 40U 40U 40U 40U

9'-10' 8811-24 40U 40U 40U 40U 40U 40U 40U 40U 40U

4'-5' 8811-15 39U 39U 39U 39U 39U 39U 39U 39U 39U

9'-10' 8811-16 39U 39U 39U 39U 39U 39U 120 39U 39U

4'-5' 8811-5 40U 40U 40U 40U 40U 40U 40U 40U 40U

9'-10' 8811-6 39U 39U 39U 39U 39U 39U 39U 39U 39U

3'-5' 8811-31 41U 41U 41U 41U 41U 41U 41U 41U 41U

9'-10' 8811-32 40U 40U 40U 40U 40U 40U 40U 40U 40U

4'-5' 8811-25 41U 41U 41U 41U 41U 41U 41U 41U 41U

9'-10' 8811-26 40U 40U 40U 40U 40U 40U 40U 40U 40U

4'-5' 8811-13 40U 40U 40U 40U 40U 40U 40U 40U 40U

9'-10' 8811-14 40U 40U 40U 40U 40U 40U 40U 40U 40U

4'-5' 8811-7 40U 40U 40U 40U 40U 40U 40U 40U 40U

9'-10' 8811-8 37U 37U 37U 37U 37U 37U 37U 37U 37U

4'-5' 8811-29 40U 40U 40U 40U 40U 40U 40U 40U 40U

9'-10' 8811-30 37U 37U 37U 37U 37U 37U 37U 37U 37U

4'-5' 8811-27 40U 40U 40U 40U 40U 40U 40U 40U 40U

9'-10' 8811-28 38U 38U 38U 38U 38U 38U 38U 38U 38U

4'-5' 8811-11 40U 40U 40U 40U 40U 40U 40U 40U 40U

9'-10' 8811-12 37U 37U 37U 37U 37U 37U 37U 37U 37U

4'-5' 8811-9 39U 39U 39U 39U 39U 39U 39U 39U 39U

9'-10' 8811-10 37U 37U 37U 37U 37U 37U 37U 37U 37U

Notes:

Bolded value exceeds laboratory detection limit.

bgs Below ground surface

C Carcinogenic

ft Feet

ID Identification

µg/kg Micrograms per kilogram

N Noncarcinogenic

NE Not established

PCB Polychlorinated biphenyl

RML Removal Management Level

U Analyte not detected at concentration at or above reporting limit

PCBs

All concentrations in µg/kg

DPT-10

EPA RML Residential Screening 

Soil 

Boring 

Number

Sample 

Depth (ft 

bgs)

EPA 

Sample ID

DPT-19

DPT-20

DPT-12

DPT-13

DPT-14

DPT-15

DPT-16

DPT-17

TABLE 3

PCB RESULTS IN SOIL

TANGLEFOOT LANE SITE

BETTENDORF, IOWA

DPT-18

DPT-11

EPA RML Residential Screening 

DPT-1

DPT-2

DPT-3

DPT-4

DPT-5

DPT-6

DPT-7

DPT-8

DPT-9




